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Composicion

signi°, es un producto compuesto por dos
ldminas de aluminio, unidas por un nucleo
de resinas termoplasticas (polietileno PE) o
(mineral FR). El avanzado proceso de
fabricacidon, permite una extraordinaria
adherencia de las mismas, duplicando al
menos los parametros recomendados.
Ofreciendo una extraordinaria capacidad para
el mecanizado, plegado, perforado y curvado,
sin perder sus caracteristicas técnicas. Debido
a los distintos usos asignados a este producto,
Alucoil’ ofrece la posibilidad de suministro
en distintos espesores (2, 3 y 4 mm), variando
también aspectos como el espesor de las
|dminas de aluminio.

El panel

signi®, surge para atender la creciente
demanda en los ambitos de la imagen
corporativa, publicidad, rotulacidn,
interiorismo, mobiliario, decoracién, falsos
techos... Aportando la excelente planimetria,
propia de los composites Alucoil®, asi como
sus posibilidades de transformacion e
instalacion. La posibilidad de combinar los
distintos espesores de las laminas de
Aluminio, asi como el grosor final de la
plancha, permiten innumerables variantes
denominadas 202, 203, 302, 303 y 402, 403.
Numerosas firmas de los sectores mds
diversos, han confiado el desarrollo de su
imagen corporativa a los productos signi-.
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Composition

signi* composite material is formed by two
sheets of aluminium bonded by a
thermoplastic resin core (polyethylene) or
(Mineral FR). The advanced production process
grants an extraordinary adherence, having
double of the recommended parameters for
ACM. It can easily be machined and
transformed, drilled, curved, etc, without
osing mechanic properties. Due to different
final uses of the product, Alucoil’ offers the
possibility of supply in different thicknesses
(2, 3 and 4 mm) as well as producing with
different thickness in the aluminium sheet.

The Panel

signi® panel has been developed to attend
the growing demand in the fields of
corporate identity, signage, displays, interiors,
furniture, false ceilings and other. Along with
the excellent flatness of Alucoil's composites,
we find the great possibilities of transforming
and installing this product. The possibility to
choose between different thicknesses of
aluminium sheets as well as the total thickness
of the whole composite allow to obtain the
different types of signi variations such as 202,
203, 302, 303 and 402, 403. Many firms from
diverse business fields have relied their
corporate identity to signi® products
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